
KWT-012

18V SHORT-BODY  
1/2” IMPACT WRENCH

Kielder SPECIFICATION
Max Torque (Hi Mode) 700 Nm

Max Torque (Lo Mode) 350 Nm

Drive 1/2”

Weight - including 4.0Ah 2.2kg

Motor Digital Brushless

Gearbox All Metal

Speed 0-2750 Min-1

Impact Rate 0-3250 IPM

Vibration* Max / 100Nm 15.9 m/s2     /   4.20 m/s2

Acoustic Pressure <97 dB(A) K=3dB

Acoustic Power <108 dB(A) K=3dB

Battery Type Lithium-ion

Charge Time (4.0Ah) 80 mins

AVAILABLE AS A KIT / BARE UNIT
• KWT-012-05 - 1 x 4.0AH, CHARGER & CASE
• KWT-012-51 - 2 x 4.0AH, CHARGER & CASE
• KWT-012-56 - BARE UNIT
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Note: Batteries are excluded 
from the 3 Year Warranty and 
have a separate fixed period 
warranty of 12 months.

*Test results produced on Larson Davis HVM 100 Vibration Meter, M18 x 1.25 fastening using 
19mm deep impact socket. Calibration standard: ISO 8041.

TYPE
KIELDER 18V  BATTERY SYSTEM

Kielder
K I E L D E R  W O R K S  T E A M

T: 0114 242 3794 E: tools@kielder.co
Telephone Mon-Thu: 9am - 5pm / Fri: 9am-4pm (voicemail service at all other times)
KIELDER CUSTOMER SERVICES: 


